On May 11, 2004,
the Environmental
Protection Agency
(EPA) signed the
final rule introducing
Tier IV emission
standards, which
phased-in over the

period of 2008-2015.

The Tier IV standards
requires that
emissions of

January 1, 2013
was the effective
compliance date
for the Tier IV Final
emissions standard.
To meet the new
standard, transport
refrigeration unit
(TRU) diesel engines
required advanced
emission-control
technologies similar
to those found on
current truck and
tractor engines.

THERMO KING

EPA Tier IV Final Emissions Regulations

NOx and Particulate Matter

140%
120%
100%
80%
60%
40%
20%

EPA engine emissions gy
note:
2008-2013

California (CARB)
engine
emissions
note:

TK
Unit
Models

SB-230, SB-210+,
SB-210, SB-200 SB-190,

*California

.

7.5 0.3 7.5

prior to amount under 25 HP

Tier IV Final

(25 to 50 HP)

*California
CARB
LETRU
(7-year)

CARB
LETRU
(7-year)

C-600

SB-III Precedent

B NOx (g/kWh)
B PM (g/kwh)

amount over 25 HP

*California
CARB
ULETRU
(non-expiring)

S-600

Precedent

TK

Unit
Models

SB-330, SB-310+,
SB-310, SB-300,
SB-400, SB-IIT SSR

Not
Available

(deep frozen)

For detailed descriptions of the regulations,
updates and other information, go to:

http:/ / www.epa.gov/ otag/ nonroad-diesel.htm
www.arb.ca.gov/ diesel/ tru/ tru.htm
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